Broptics Confidential


Customer Required Spec Form

Reference product: GF-1550 50G FBG filter

Customer name:

Customer product/model/project name:

Customer contact person:





Date: 

	
	DESCRIPTION
	Standard Spec
	Customer Spec

	
	
	
	Accept (Y/N)
	Requirement

	1
	Center wavelength
	ITU grid
	
	

	2
	Center wavelength drift @25℃
	+/- 0.05nm
	
	

	3
	Reflective bandwidth @-0.5dB
	>0.2nm
	
	

	4
	Reflective bandwidth @-25dB
	<0.6nm
	
	

	5
	Adjacent channel isolation
	>20dB
	
	

	6
	Non-Adjacent channel isolation
	>25dB
	
	

	7
	Reflectivity
	>99.5%
	
	

	8
	Polarization dependent loss
	<0.15dB
	
	

	9
	Insertion loss
	<0.2dB
	
	

	10
	Cladding mode loss
	<0.2dB
	
	

	11
	Operation temperature range
	-20 ~80℃
	
	

	12
	Thermal stability (-5~80℃)
	<50pm
	
	

	13
	Pigtail length (each port)
	1m
	
	

	14
	Pigtail fiber type
	SMF-28
	
	

	15
	Connector
	None
	
	

	16
	Package size
	5(φ)*60mm
	
	

	17
	
	
	
	

	18
	
	
	
	


Customer signature,

________________________

Title:

Name:

[Note] Final specs are subjected to internal engineering review and final confirmation made thereafter. We will inform customer and, negotiate if necessary, the final specs.
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