Broptics Confidential


Customer Required Spec Form

Reference product: GF-1554 Pump Laser Stabilizer

Customer name:

Customer product/model/project name:

Customer contact person:





Date: 

	ITEM
	DESCRIPTION
	Typical Spec Range
	Customer Spec

	
	
	
	Accept (Y/N)
	Requirement

	980
	Wavelength range
	970-984
	Please specify:

	
	Bandwidth @-3dB
	0.2-1.0nm
	Please specify:

	
	Bandwidth tolerance
	+/- 0.2nm
	
	

	
	Reflectivity
	2-8%
	Please specify:

	
	Reflectivity tolerance
	+/- 0.5%
	
	

	
	Center wavelength drift @25℃
	+/- 0.5nm
	
	

	
	Side lobe suppression
	>15dB
	
	

	
	Proof test level
	>100kpsi
	
	

	
	Operation temperature range
	-20 ~80℃
	
	

	
	Recoating materials
	Acrylate
	
	

	1480
	Wavelength range
	1410-1500nm
	Please specify:

	
	Bandwidth @-3dB
	0.2-1.0nm
	Please specify:

	
	Bandwidth tolerance
	+/- 0.2nm
	
	

	
	Reflectivity
	2-10%
	Please specify:

	
	Reflectivity tolerance
	+/- 0.5%
	
	

	
	Center wavelength drift @25℃
	+/- 0.5nm
	
	

	
	Side lobe suppression
	>15dB
	
	

	
	Proof test level
	>100kpsi
	
	

	
	Operation temperature range
	-20 ~80℃
	
	

	
	Recoating materials
	Acrylate
	
	

	
	Pigtail length
	2m
	
	

	
	FBG position
	center
	
	

	
	Fiber type
	Corning HI1060
	
	


[Note] Final specs are subjected to internal engineering review and final confirmation made thereafter. We will inform customer and, negotiate if necessary, the final specs.
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